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ALL ELECTRICAL PRODUCT COMPANY G.V.KINSMAN P/L

STAND OFF INSULATORS

The EPBI insulator is a lightweight polymeric design comprising
a high strength flexible core covered by an elastomeric shedded
insulation. This high voltage insulation is bonded to the core
forming an excellent environmental seal.

SYSTEM POLLUTION CLASS

VOLTAGE 1 (Light) 2 (Medium) 3 (Heavy) 4 (V.Heavy)
12kV EPBI 1000 EPBI 1000 EPBI 1000 EPBI 1000
17.5kV EPBI 1000 EPBI 1000 EPBI 2000 EPBI 2000
24kV EPBI 1000 EPBI 2000 EPBI 2000 EPBI 3000
36kV EPBI 2000 EPBI 3000 EPBI 3000 EPBI 3000
Creepage 16 20 25 31
Equivalent Salt Deposit

Density (mg/cm?) 0.03 - 0.06 0.1-0.2 0.3-0.6 >0.6

Note: The voltage is the highest phase to phase voltage Umax.

ARMOUR EARTHING
Wire armours on paper or plastic cables can be effectively termi- A \?Ju
nated to earth by means of mechanical clamping rings.

For paper cables and earth is provided in the kit to bond the armours
and lead sheath. The kits are ordered separately.

Armour Ring Insulation 3 CORE APPLICATION RANGE MM2

oD 1D Type 7.2kV 12kV 22KV 36kV Part No.

120 71 Paper 16 - 240 16 - 150 25-70 RA0014B
(Plastic) (35 - 70) (35 - 70)

140 38 Paper 300 - 400 185 - 400 95 - 300 50 - 185 RA0014A
(Plastic) | (120-240) | (95-240) | (35-150) (50 - 70)

Note: Armour clamping rings are not included with pole mounting brackets. If they are required they have to
be ordered separately.

PHASE CROSSING BELTED CABLES

If clearance between Ph/Ph or Ph/Grd cannot be maintained in the
cross over area Raychem’s conductive tubing can be used. Clear-
ances then only need to be maintained above the end of the con-
ductive tubing.

Please refer to a Raychem representative for ordering information.

Min. bending radius r=10xD; Min. clearance ph/ph and ph/ground
Before bending heat cores up to kv 12 175 24 36
approx. 70 Deg C. bmm) 15 20 25 35

c¢mm) 20 30 40 50

All the above information, including drawings, illustrations and graphic displays,
reflects our present understanding and is to the best of our knowledge and belief
correct and reliable. It dose however, under no circumstances constitute an assurance
of any particular qualities.

Such an assurance is only provided in the context of our product specifications.

Our liability for this product is set forth in our standard terms and conditions of sale.
All EPKT termination kits are supplied with complete installation instructions.
Raychem and EPKT are trade-marks of Raychem Corporation.

For further details on this or any other Raychem products please contact your local
Raychem sales engineer.
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ALL ELECTRICAL PRODUCT COMPANY

CABLE SIZE CHART

G.V.KINSMAN P/L

Comparison of Corss-Sectional Areas (C.S.A.) to Metric, British and U.S. Standards.

ﬂu:h Standards Metric American Wire Gauge
CS.A. of Number and Equivalent Cross-Sectional Equivalent AWG
Conductor Diameter of Strands | Metric C.S.A. Area Metric CSA. or MCM
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ALL ELECTRICAL PRODUCT COMPANY G.V.KINSMAN P/L

BUSHING PROFILES
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